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Technical Data

Model Ven-2.5GI-LE Ven-3.6GI-LE Ven-5GI-LE Ven-6GI-LE
Battery Type Lead-acid or Li-Lon
o Battery Voltage Range (V) 40-60
s I n g I e P h a s e Max. Charge Current (A) 60 72 120 140
Max. Discharge Current (A) 60 72 120 140
Charging Curve 3 stages/Equalization

° External Temperature Sensor Optional
y r I n v e r e r Charging Strategy for Li-lon Battery Self-Adaption to BMS

PV string Input Data

Max. DC Input Power (W) 2,750 4,800 7,500 9,000
PV Input Voltage (V) 370(125~500)
£ MPPT Range (V) 150~425
Start-up Voltage (V) 120
PV Input Current (A) 17+17 17+17 17+17 17+17
Max. PV Isc (A) 20+20 20+20 20+20 20+20
No. of MPPT Trackers 2 2 2 2
Ven_2.5/3.6/5/66'|_LE No. of String Per MPPT Tracker 1+1 1+1 1+1 141
AC Output Data
Rated AC Output Power and UPS Power (W) 2,500 3,600 5,000 6,000
Max. AC Output Power (W) 3,000 4,320 6,000 7,200
Peak Power (off grid) 2 times of rated power, 10s
AC Output Rated Current (A) n.4/10.9 16.4/15.7 227[217 27.3/26.
Max. AC Current (A) 13.6/13.1 18/17.2 25/23.9 30.0/28.7
Max. Continuous AC Passthrough (A) 30 30 40 40
Power Factor 0.8 leading to 0.8 lagging
' ' “ ' ' Output Frequence and Voltage 50/60Hz,220/230Vac(single phase)
Grid Type single phase
Current Harmonic Distortion THD< 3%(Lineor load <1.5%)
Max. Efficiency 97.90%
Euro Efficiency 96.90%
MPPT Efficiency 99.90%
Product Features Integrated Resisior Detaction Resicudl Gurment Monftorag Unit Output Over Uirent Protection. GLtp: Shortd Arotection
PV ARC Fault Detection Optional
® Support different power inverters parallel connection Output Over Voltage Protection DC Type I/ AC Type Il
e 20 PCS inverters parallel for off-grid operation Grid Regulation CEI 0-21,VDE-AR-N 4105 NRS 097 |[EC61727,699,G98 VDE 0126-1-1RD 1699 C10-11
EMC/safety Regulation IEC/ED 62109-1IEC/EN 62109-2,JEC/EN 61000-6-1IEC/EN 61000-6-2, IEC/EN 61000-6-3, IEC/EN 61000-6-4
*  Support on/off grid mode switch, EPS output
. Operating Temperature Range (°C) -45~60,>45 Derating
* |P65 protection degree Cooling smart cooling
e Support battery charging/discharging according to the time setting Noise (dB) <40
Communication with BMS CAN, RS485
* Independent AC input port for diesel generator weight (kg) 34
Dimensions (mm) 356Wx380Hx177D
e Support storing energy from diesel generator Protection Degree P65
Installation Style Wall-mounted
® ARC fault detection optional Warranty 5 Vears
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